With the aim of improving the shortcomings of the traditional single hidden layer back propagation (BP) neural network structure and learning algorithm, this paper proposes a centrifugal pump performance prediction method based on the combination of the Levenberg-Marquardt (LM) training algorithm and double hidden layer BP neural network. MATLAB was used to establish a double hidden layer BP neural network prediction model to predict the head and efficiency of a centrifugal pump. The average relative error of the head between the experimental and prediction obtained by the double hidden layer BP neural network model was 4.35%, the average relative error of the model prediction efficiency and the experimental efficiency was 2.94%, and the convergence time was 1/42 of that of the single hidden layer. The double hidden layer BP neural network model effectively solves the problems of low learning efficiency and easy convergence into local minima-issues that were common in the traditional single hidden layer BP neural network training. Furthermore, the proposed model realizes hydraulic performance prediction during the design process of a centrifugal pump.
Introduction
The performance prediction of centrifugal pumps has become an indispensable part of the optimization design of centrifugal pumps. At present, the traditional prediction methods mainly include computational fluid dynamics (CFDs) numerical simulation methods, and empirical formulas [1] . When the CFDs method is used to predict the performance of a centrifugal pump, the performance prediction error of centrifugal pumps is usually more than 5%, due to the fact that the mechanical loss and partial volume loss of the centrifugal pump are ignored. Meanwhile, empirical formulas can be used to predict the efficiency of a centrifugal pump under the design parameters, but they cannot effectively predict the actual efficiency of an impeller with the same design parameters and different structural parameters (blade number, blade angle, etc.). Table 1 shows the empirical relationship of the disc loss with different specific speeds of a centrifugal pump. The disc loss is nearly inversely proportional to the specific speed [2] . Otherwise, the disc loss is difficult to test and apply in the pump system. network and intrusion detection systems, the comparative experimental results showed that the new model combines the advantages of anomaly and misuse detection. It can quickly detect new intrusions as well as reduce the false alarm rate and missed alarm rate. Zhao et al. [14] applied the LM algorithm neural network with the learning rate for on-line supervisory control. Compared with the traditional forward neural network BP, the new control strategy can improve the operation speed and the local minima. It can improve the tracking performance of the servo system with an unknown load disturbance. The search direction can be optimized by the LM-BP neural network and has been applied to transformer fault diagnosis [15] . Through test and analysis, not only was the convergence speed accelerated, but the accuracy was also greatly improved. The study results showed that the positive rate of the fuzzy fault diagnosis reached 92.5%; the verified method could improve the transformer fault diagnosis performance.
To sum up, the nonlinear relationship between the hydraulic performance and the structural parameters of the impeller is so complex that the actual efficiency of the impeller is difficult to predict with different structural parameters, whether by CFDs or empirical methods. On the other hand, the double hidden layer BP neural network can enhance the mapping ability of the complex relationship between the input and output of the system, and has stronger approximation and fault tolerance abilities than the single hidden layer BP neural network [16] . So, the combination of the LM algorithm and double hidden layer BP neural network can be used to predict the performance of centrifugal pumps rapidly and precisely for use in strong nonlinear engineering prediction fields, such as intrusion detection, on-line supervisory control, and transformer fault diagnosis.
Structural Design of the Centrifugal Pump Performance Prediction Model

Double Hidden Layer BP Neural Network Structure
Multi-layer BP neural networks can be used to predict different engineering problems for the forward propagation of parameters and the back propagation of errors. In theory, it has the ability to approximate any nonlinear continuous map, so it is very suitable for the modeling and performance prediction of nonlinear systems [17] . In this paper, a double hidden layer BP neural network with multiple inputs and two outputs is constructed. It is assumed that the input layer is composed of m neurons, which is used to complete the input of m predicted parameters of the system. The first hidden layer is composed of k neuron nodes, which are used to complete the spatial weighted aggregation of input signals and the excitation output. The second hidden layer is composed of p neuron nodes, which are used to improve the nonlinear mapping capability of the network for a complex relationship between the input and output of the system. The output layer consists of two process neuron nodes that are used to complete the system output, as shown in Figure 1 .
The transfer function of each layer in the BP neural network has a significant impact on the performance of the model. These transfer functions are usually determined experimentally. In the BP neural network, the commonly used transfer functions are linear transfer function ("purelin"), tangent transfer function ("tansig"), logarithmic sigmoid transfer function ("logsig"), etc. When the transfer function of the input layer and the first hidden layer is "tansig", the transfer function of the first hidden layer and the second hidden layer is "tansig", and the transfer function of the second hidden layer and the output layer is "purelin", which are shown in the MATLAB neural network toolbox [18] [19] [20] . hidden layer is composed of k neuron nodes, which are used to complete the spatial weighted aggregation of input signals and the excitation output. The second hidden layer is composed of p neuron nodes, which are used to improve the nonlinear mapping capability of the network for a complex relationship between the input and output of the system. The output layer consists of two process neuron nodes that are used to complete the system output, as shown in Figure 1 . The transfer function of each layer in the BP neural network has a significant impact on the performance of the model. These transfer functions are usually determined experimentally. In the BP neural network, the commonly used transfer functions are linear transfer function ("purelin"), tangent transfer function ("tansig"), logarithmic sigmoid transfer function ("logsig"), etc. When the transfer function of the input layer and the first hidden layer is "tansig", the transfer function of the first hidden layer and the second hidden layer is "tansig", and the transfer function of the second hidden layer and the output layer is "purelin", which are shown in the MATLAB neural network toolbox [18] [19] [20] . Assuming that the signal that passes from the input layer to the first hidden layer is mj, this can be expressed as in Equation (1):
where xk is the input neuron and xk represents each design parameter of the centrifugal pump in this paper. wkj represents the input layer to the first hidden layer weight and bj represents the first hidden layer bias.
The first hidden layer output signal is denoted as yj, shown as in Equation (2):
The signal transmitted from the first hidden layer to the second hidden layer is denoted as ni, and the calculation of ni is shown in Equation (3):
where wji' represents the weight of the first hidden layer of the second hidden layer and bi' is the bias of the second hidden layer. The output signal of the second hidden layer is denoted as zi, which is expressed as in Equation (4):
The signals transmitted from the second hidden layer to the output layer are, respectively, recorded as s1 and s2, shown as in Equations (5) and (6): Assuming that the signal that passes from the input layer to the first hidden layer is m j , this can be expressed as in Equation (1):
where x k is the input neuron and x k represents each design parameter of the centrifugal pump in this paper. w kj represents the input layer to the first hidden layer weight and b j represents the first hidden layer bias. The first hidden layer output signal is denoted as y j , shown as in Equation (2):
The signal transmitted from the first hidden layer to the second hidden layer is denoted as n i , and the calculation of n i is shown in Equation (3):
where w ji represents the weight of the first hidden layer of the second hidden layer and b i is the bias of the second hidden layer. The output signal of the second hidden layer is denoted as z i , which is expressed as in Equation (4):
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The signals transmitted from the second hidden layer to the output layer are, respectively, recorded as s 1 and s 2 , shown as in Equations (5) and (6):
where w i1 and w i2 represent the weights from the second hidden layer to the output layer, and b 1 and b 2 represent the biases of the output layer. During the process of centrifugal pump performance prediction, the output signals of the head (H) and the efficiency (η) of the output layer are denoted as h 1 and h 2 , respectively, which can be expressed as in Equations (7) and (8), wherein a 1 , a 2 , b 1 , and b 2 represent the coefficients of the linear transfer function "purelin":
LM Algorithm
As the traditional gradient descent method is used to train the deep network, the convergence speed is greatly reduced because of the greater network depth. In order to solve this problem, the improved form of the Gauss-Newton method combined with the LM training algorithm is used to train the network in this paper. The proposed method can accelerate the network training and convergence speed effectively [21, 22] . The LM algorithm is a second-order algorithm. So, when the gradient of the error surface is small, the LM algorithm is similar to the gradient descent method. When the gradient of the error surface is large, the LM algorithm is similar to the Gauss-Newton method [23] . In addition, the LM algorithm can estimate the learning rate (LR) in each gradient direction of the error surface according to the Hessian matrix, so compared with a first-order algorithm, the LM algorithm is more effective than others for training neural networks at present [24] . The following is a brief description of the LM algorithm: Firstly, the error index function of the neural network is set as E(x), as shown in Equation (9) . Here, N is the number of samples, Y i represents the expected network output vector, Y i denotes the actual network output vector, and r i (x) represents the current error:
If the weight vector of the t-th iteration of the neural network is x t , the new weight vector, x t+1 , of the Newton algorithm can be obtained by Equation (10) . Here, ∆x t , H e , and g t represent the updated value of the weight, Hessian matrix, and current gradient, respectively. H e and g t can be obtained from Equations (11) and (12), where J and r(x) represent the Jacobian matrix and the error, respectively:
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However, the matrix, H e , is not always reversible. In order to solve this problem, considering the introduction of a coefficient, λ t , the LM algorithm after updating the weight is as shown in Equation (13) , where I is an identity matrix:
Obviously, when λ t is very large, the LM algorithm approximates the gradient descent method; when λ t is close to zero, it is equivalent to the Gauss-Newton algorithm. Since the approximate second-order derivative information is used in the calculation, the algorithm is much faster than the gradient descent method. In other words, the LM algorithm is superior to the Gauss-Newton method. Therefore, it is feasible to train the double hidden layer BP neural network based on the LM algorithm to improve the convergence speed of deep network training.
Establishment of Sample Data Sets
In the design of a centrifugal pump, the design parameters of the impeller have an important effect on the efficiency, cavitation performance, and characteristic curve of the centrifugal pump [25] . Therefore, it is necessary to investigate the influence of the design parameters of the impeller, such as flow rate
, specific speed (n s ), blade outlet width (b 2 ), and blade numbers (Z), on the centrifugal pump design and performance prediction. In the prediction of centrifugal pump performance, the sample data used in this paper are representative data obtained from [26] , which construct 44 groups of a training sample set. These sample data are from Dalian Hongze Pump Industry, Zhejiang Institute of Mechanical, and Electrical Design, Jiangsu University Fluid Machinery Engineering Technology Research Center, China. In order to ensure the universality of the model, low, medium, and high values of n s as well as large and small values of Q are considered in the sample data. Some of these shown in Table 2 . 
Prediction Results and Analysis
The flow diagram of predicting the performance of the centrifugal pump in this paper is shown in Figure 2 . It can be seen from the figure that the whole process of centrifugal pump performance prediction is divided into three parts. The first step is the construction of a double hidden layer BP neural network. In order to ensure the correctness of the training direction in the training process and accelerate the speed of the network convergence, all the data are initialized before the training starts, known as normalization processing. The normalization process here is achieved by the "prestd" function in the MATLAB toolbox. Then, the number of neurons in each hidden layer of the double hidden layer BP neural network is determined through training. The second step is the training process of the double hidden layer BP neural network. In this case, the training parameters were first set and the double-hidden BP neural network was built by MATLAB software. In the process of training, the LM algorithm was used to calculate the error value of each iteration and compare it with the set mean squared error (MSE) value. If the iterative error was less than the set value, the training would be completed; otherwise, the next iteration would continue until network convergence was achieved. The third step is the evaluation of the double hidden layer BP neural network model. From the second step, the centrifugal pump back propagation (CPBP) performance prediction model will be established, then the test data will be input into this model for the prediction of the head and efficiency. hidden layer BP neural network is determined through training. The second step is the training process of the double hidden layer BP neural network. In this case, the training parameters were first set and the double-hidden BP neural network was built by MATLAB software. In the process of training, the LM algorithm was used to calculate the error value of each iteration and compare it with the set mean squared error (MSE) value. If the iterative error was less than the set value, the training would be completed; otherwise, the next iteration would continue until network convergence was achieved. The third step is the evaluation of the double hidden layer BP neural network model. From the second step, the centrifugal pump back propagation (CPBP) performance prediction model will be established, then the test data will be input into this model for the prediction of the head and efficiency. 
Parameter Selection of the CPBP Model
With the aim of overcoming the shortcomings of predicting the performance of a centrifugal pump with a single hidden layer BP neural network, a double hidden layer BP neural network was constructed in this paper, including one input layer, two hidden layers, and one output layer. In order to obtain a better nonlinear mapping relationship of the related parameters through network learning, the S-type tangent function and linear function were used for the transfer functions of the two hidden layers and the output layer, respectively. Similar to the traditional BP neural network, the performance of the double hidden layer BP neural network is also affected by the number of neurons in the input layer and hidden layer. In general, the number of input layer neurons is determined by the number of input sample variables. So, the number of neurons in the input layer was set as eight in this paper. Similarly, the number of neurons in the output layer needs to be equal to the number of the predicted parameters. The number of neurons in the output layer of the network was set as two, including the head and efficiency of the centrifugal pump. With regard to the 
With the aim of overcoming the shortcomings of predicting the performance of a centrifugal pump with a single hidden layer BP neural network, a double hidden layer BP neural network was constructed in this paper, including one input layer, two hidden layers, and one output layer. In order to obtain a better nonlinear mapping relationship of the related parameters through network learning, the S-type tangent function and linear function were used for the transfer functions of the two hidden layers and the output layer, respectively. Similar to the traditional BP neural network, the performance of the double hidden layer BP neural network is also affected by the number of neurons in the input layer and hidden layer. In general, the number of input layer neurons is determined by the number of input sample variables. So, the number of neurons in the input layer was set as eight in this paper. Similarly, the number of neurons in the output layer needs to be equal to the number of the predicted parameters. The number of neurons in the output layer of the network was set as two, including the head and efficiency of the centrifugal pump. With regard to the determination of the number of neurons in the hidden layer, this paper adopted the design method of the number of neurons in the hidden layer [27, 28] , as shown in Equation (14):
where c, d, and u represent the number of neurons in the hidden layer, input layer, and output layer, respectively. The values of the constant "f" ranged from 1 to 10, so the range of neuron numbers in the hidden layer was 4 to 13. The number of hidden layer neurons is input into the corresponding model and then the network is trained once again. Figure 3 shows the MSE values corresponding to different networks. The horizontal axis is the ratio (n 2 /n 1 ) of the number of neurons (n 2 ) in the first hidden layer to the number of neurons (n 1 ) in the input layer; the longitudinal axis is the ratio (n 4 /n 3 ) of the number of neurons (n 4 ) in the output layer to the number of neurons (n 3 ) in the second hidden layer; and the vertical axis is the training MSE corresponding to each network. As the numbers of neurons in the first hidden layer and the second hidden layer were both six, the corresponding MSE was the minimum. Therefore, the final structure of the double hidden layer BP neural network suitable for the prediction of centrifugal pump performance was 8-6-6-2. Figure 4 is the structure diagram of the CPBP network. determination of the number of neurons in the hidden layer, this paper adopted the design method of the number of neurons in the hidden layer [27, 28] , as shown in Equation (14):
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Training Process of CPBP Model
where c, d, and u represent the number of neurons in the hidden layer, input layer, and output layer, respectively. The values of the constant "f" ranged from 1 to 10, so the range of neuron numbers in the hidden layer was 4 to 13. The number of hidden layer neurons is input into the corresponding model and then the network is trained once again. Figure 3 shows the MSE values corresponding to different networks. The horizontal axis is the ratio (n2/n1) of the number of neurons (n2) in the first hidden layer to the number of neurons (n1) in the input layer; the longitudinal axis is the ratio (n4/n3) of the number of neurons (n4) in the output layer to the number of neurons (n3) in the second hidden layer; and the vertical axis is the training MSE corresponding to each network. As the numbers of neurons in the first hidden layer and the second hidden layer were both six, the corresponding MSE was the minimum. Therefore, the final structure of the double hidden layer BP neural network suitable for the prediction of centrifugal pump performance was 8-6-6-2. Figure 4 is the structure diagram of the CPBP network. 
The training parameters of neural networks have an important influence on the performance prediction of centrifugal pumps, so it is necessary to choose the appropriate training parameters. The parameters used in the CPBP network training include the maximum number of iterations: Epochs, LR, momentum factor (MF), and MSE. These training parameters have a direct impact on the prediction accuracy of the final centrifugal pump performance. The CPBP network model can be established with the help of the neural network toolbox in MATLAB to determine the design values of the network training parameters, as shown in Table 3 .
The training network is started after the CPBP network is built. During the training process, the back propagation of error is used to iterate repeatedly until the convergence of the CPBP network is achieved. Finally, the prediction model of the centrifugal pump can be established by the CPBP network. 
Prediction Results of CPBP Model
In order to verify the accuracy of the prediction method, five sets of test data provided by Shanghai Kaiquan Pump Co., Ltd. China, were input into the trained model to obtain the prediction values of the head and efficiency. The corresponding relative error can be calculated between the experimental and the predictive values. Simultaneously, the prediction accuracy of the CPBP network model can be obtained. The comparison between the experimental and the predicted results is shown in Table 4 . Among them, H** and η** are the head and efficiency predicted by the CPBP model, respectively.
The maximum relative error of the head predicted by the CPBP model compared with the experimental results was 11.87%, the minimum was 0.13%, and the average relative error was 4.35%. From these error values, it can be found that the error distribution was relatively average. The maximum relative error between the model prediction and the experimental efficiency was 4.99%, the minimum was 0.47%, and the average relative error was 2.94%, so the error distribution was also uniform. The average relative error of the prediction values on the head and efficiency indicate the reliability of the CPBP model. 
Comparison of Results
In order to compare the prediction accuracy of the CPBP network with the traditional single hidden layer BP neural network, the traditional single hidden layer BP neural network with the best prediction effect was constructed to predict the performance of the centrifugal pump. Firstly, Equation (14) was used to determine the value range of the number of hidden layer neurons when the number of input neurons was eight and the number of output neurons was two. After calculation, the value range of hidden layer neurons was also 4 to 13. Then, the single hidden layer BP networks corresponding to 4 to 13 hidden layer neurons were set up in MATLAB and trained. The MSE values corresponding to different networks are shown in Figure 5 , where the abscissa is the ratio (n 2 /n 1 ) of the number of neurons (n 2 ) in the hidden layer to the number of neurons (n 1 ) in the input layer and the ordinate is the training MSE corresponding to each network. As can be seen from Figure 5 , when the number of neurons in the hidden layer was six, the corresponding MSE was the smallest. That is, the single hidden layer BP neural network composed of six neurons in the hidden layer had the best prediction effect compared with other single hidden layer BP neural networks. Its structure is shown in Figure 6 . Five groups of identical test data with the CPBP were input into the centrifugal pump prediction model obtained by the single hidden layer BP neural network training to obtain the predicted results. The results of the prediction of centrifugal pump performance between the single hidden layer BP network and the double hidden layer BP network were compared, as is shown in Table 5 and Figure 7 . Among them, H*and η* are the head and efficiency of the single hidden layer BP neural network prediction, respectively. Δη* and △H* are the relative errors of the efficiency and head of the single hidden layer BP neural network, respectively. Δη** and △H** are the relative errors of the efficiency and head of the CPBP model, respectively. Compared with the CPBP network, the maximum, the minimum, and the average relative error of the head value of the single hidden layer BP As can be seen from Figure 5 , when the number of neurons in the hidden layer was six, the corresponding MSE was the smallest. That is, the single hidden layer BP neural network composed of six neurons in the hidden layer had the best prediction effect compared with other single hidden layer BP neural networks. Its structure is shown in Figure 6 . As can be seen from Figure 5 , when the number of neurons in the hidden layer was six, the corresponding MSE was the smallest. That is, the single hidden layer BP neural network composed of six neurons in the hidden layer had the best prediction effect compared with other single hidden layer BP neural networks. Its structure is shown in Figure 6 . Five groups of identical test data with the CPBP were input into the centrifugal pump prediction model obtained by the single hidden layer BP neural network training to obtain the predicted results. The results of the prediction of centrifugal pump performance between the single hidden layer BP network and the double hidden layer BP network were compared, as is shown in Table 5 and Figure 7 . Among them, H*and η* are the head and efficiency of the single hidden layer BP neural network prediction, respectively. Δη* and △H* are the relative errors of the efficiency and head of the single hidden layer BP neural network, respectively. Δη** and △H** are the relative errors of the efficiency and head of the CPBP model, respectively. Compared with the CPBP network, the maximum, the minimum, and the average relative error of the head value of the single hidden layer BP Five groups of identical test data with the CPBP were input into the centrifugal pump prediction model obtained by the single hidden layer BP neural network training to obtain the predicted results. The results of the prediction of centrifugal pump performance between the single hidden layer BP network and the double hidden layer BP network were compared, as is shown in Table 5 and Figure 7 . Among them, H* and η* are the head and efficiency of the single hidden layer BP neural network prediction, respectively. ∆η* and H* are the relative errors of the efficiency and head of the single hidden layer BP neural network, respectively. ∆η** and H** are the relative errors of the efficiency and head of the CPBP model, respectively. Compared with the CPBP network, the maximum, the minimum, and the average relative error of the head value of the single hidden layer BP network increased by 11.41%, 0.23%, and 3.40%, respectively. Meanwhile, the maximum, the minimum, and the average relative error of the efficiency prediction value increased by 4.99%, 0.47%, and 2.37%, respectively. It can be concluded that the CPBP network has a higher prediction accuracy than the single hidden layer BP network for the performance prediction of centrifugal pumps. network increased by 11.41%, 0.23%, and 3.40%, respectively. Meanwhile, the maximum, the minimum, and the average relative error of the efficiency prediction value increased by 4.99%, 0.47%, and 2.37%, respectively. It can be concluded that the CPBP network has a higher prediction accuracy than the single hidden layer BP network for the performance prediction of centrifugal pumps. As can be seen from Figure 7 , the predicted and the experimental values exhibited the same change trend; the small deviation may be caused by the accuracy of the experimental data and the deficiencies of the training samples. Figure 8 shows the variation of the MSE during the training of the BP network with a single hidden layer and the CPBP network. It can be seen that the traditional single hidden layer BP network had difficulty in achieving a high convergence accuracy quickly compared with the CPBP network. Therefore, the CPBP network is more effective in predicting the performance of centrifugal pumps compared to the traditional single hidden layer BP neural network. As can be seen from Figure 7 , the predicted and the experimental values exhibited the same change trend; the small deviation may be caused by the accuracy of the experimental data and the deficiencies of the training samples. Figure 8 shows the variation of the MSE during the training of the BP network with a single hidden layer and the CPBP network. It can be seen that the traditional single hidden layer BP network had difficulty in achieving a high convergence accuracy quickly compared with the CPBP network. Therefore, the CPBP network is more effective in predicting the performance of centrifugal pumps compared to the traditional single hidden layer BP neural network. 
Conclusions
(i) In this paper, a new CPBP model for the performance prediction of centrifugal pumps based on design and structure parameters was established. The LM algorithm was used to accelerate the convergence rate of the double hidden layer BP network. The proposed model improves the mapping ability of the complex relationship between the input and output of the nonlinear system, known as the centrifugal pump performance, with its structure and operation parameters.
(ii) The CPBP network could easily achieve a high convergence accuracy quickly compared with the traditional single hidden layer BP network.
(iii) Compared with the traditional single hidden layer BP network, the average relative error of the head and efficiency prediction values of the CPBP network decreased by 3.40% and 2.37%, 
(iii) Compared with the traditional single hidden layer BP network, the average relative error of the head and efficiency prediction values of the CPBP network decreased by 3.40% and 2.37%, respectively, and the training time of CPBP model was only 1/42 of that of the traditional BP network. This indicates that the CPBP network model is more suitable for the rapid and efficient determination of the optimum design of a centrifugal pump.
